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SYSTEM SETUP MENU: ON SCREEN MENUS and DISPLAYS – overview
Press the...
1. …STOP button before proceeding (only if a DVD is playing)
2. …SETUP button to display the main system setup menu
3. …CURSOR buttons to navigate the sub-menus
4. …ENTER button to make selection
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DVD Player CONTROLS

General
POWER ON/OFF
1 Press the POWER button on system or IR remote once  
 to turn system ON, and once to turn system OFF. If there  
 is already a disc in the drive, playback will start  
 automatically. 
2 NOTE: Power to the AM/FM CD player must  
 be ON in order to turn ON the DVD player

SCREEN SAVER
1 If there is no button input detected for 5 minutes, the  
 screen saver begins automatically
2 The screen saver can be turned ON/OFF in the SETUP  
 menu under ‘Screen Saver’

INSERT and EJECT a DVD
1 To insert a DVD: insert a DVD into the slot with the label  
 facing up. The DVD will be drawn inside the unit. ‘DISC  
 LOADING’ will show on the TV display indicating that  
 a DVD is in the drive. Note: DVD playback will begin  
 automatically 
2 To remove a DVD: press the EJECT button on the front  
 panel. Remove DVD from the drive

CAUTION: always ensure the component panel door has 
been securely closed to prevent water intrusion that 
could cause damage to the system

INPUT SOURCE SELECTION
1 Press the SOURCE button to cycle through available input  
 sources. Sequence is DISC -> AV1 -> AV2

MUTE
1 Press the MUTE button on the DVD player IR remote, and  
 the word ‘MUTE’ will appear momentarily on the TV  
 screen to indicate that the DVD audio is in mute mode.  
 Press the MUTE button again to exit DVD audio mute  
 mode, and the words ‘MUTE OFF’ will appear momentarily  
 on the TV screen
Note: Use of the DVD mute function is generally not 
required, as the sound volume is muted through either 
the LCD TV function or the Radio function

PAL/NTSC
1 Press the P/N button on the IR remote to select the DVD  
 video playback format:
 NTSC – North American video format
 PAL – European video format

DVD PLAYER FUNCTION
PLAY, PAUSE, FAST FWD/BACK, NEXT/PREVIOUS 
1 Play: playback begins automatically after disc is inserted.  
 In most cases it will go to the DVD root menu, and it will  
 be necessary to press the PLAY or ENTER button 
2 Pause: press the  button during playback to freeze the  
 picture (still mode). Press the button again to resume  
 playback

3 Fast Fwd / Back: press the  or  button during  
 playback. Each time the button is pressed, the fast  
 forward/back speed changes as follows:
 DVD – normal -> 2x -> 4x -> 6x -> 8x -> 20x
 VCD – normal -> 2x -> 4x -> 6x -> 8x
4 Next / Previous: press the  button to jump to the  
 next chapter (DVD) or the next track (VCD/CD), and press  
 the  button to jump to the previous chapter or  
 track

DISPLAY, TITLE, SUBTITLE
1 Display: press the DISPLAY button on the IR remote to  
 show statistical disc information during playback  
 (chapter, time remaining, counter etc.)
2 Title: press the TITLE button on the IR remote to display  
 the DVD disc title (not available on all DVD discs)
3 Subtitle: press the SUBTITLE button on the IR remote to  
 turn on/off subtitle, and/or to select subtitle language on  
 DVD discs with multilingual subtitle options

ANGLE, ZOOM
1 Press the ANGLE button on the IR remote to change the  
 view angle (only available on DVDs that have the  
 multi-angle feature)
2 Press the ZOOM button on the IR remote to increase the  
 size of the picture. Note that in ‘ZOOM’ mode, only the  
 enlarged part of the picture will be viewable; the entire  
 picture will not be visible

GOTO, CLEAR
1 Press the GOTO button to select DVD playback chapter  
 using the 0-9 number buttons
2 Press the CLEAR button to clear a number that was  
 entered in error

REPEAT, A – B
1 Press the REPEAT button on the IR remote to select  
 either repeat chapter in current view, or repeat title.  
 On-screen sequence is CHAPTER REPEAT ON -> TITLE  
 REPEAT ON -> REPEAT OFF
2 Press the A – B button on the IR remote to select and  
 repeat a particular scene or passage. On-screen sequence  
 is A TO B SET A -> A TO B SET B -> A TO B CANCELLED

PBC, RANDOM, PROGRAM (VIDEO CD only)
1 Video CDs with PBC (playback control) can be played with  
 or without a menu. On the IR remote, press the PBC  
 button to select 
2 Press the RANDOM button on the IR remote to play tracks  
 in random order
3 Press the PROGRAM button to select and program the  
 order in which to play tracks
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HYDROPOOL SURROUND SOUND LCD TV

OVERVIEW OF CONTROLS and IR REMOTE KEY MAP
All functions are accessed with the IR remote control

1 TV/VIDEO Press repeatedly to cycle source selection between VIDEO, 
 S-VIDEO, YCbCr (Component Video) & PC
2 VOLUME Thes two buttoms are primarily used in conjunction 
 with the MENU & PICTURE buttons.
3 TV MENU Press to show the on-screen menu. Press repeatedly to cycle  
 through the available menu items & to clear the menu from the screen. 
4 ENTER Used in conjunction with disc and setup menus.
5 LEFT   RIGHT Used in conjunction with disc and setup menus.  
6 PICTURE Press to call up the on screen Picture Menu. 
 Press the CH /  button to cycle through Contrast, Brightness, 
 Sharpness, Color, Tint. The selected item will be displayed in blue.  
 Adjust the desired item with the Volume buttons.
7 STATUS Press repeatedly to cycle between a user-adjustable 
 picture and three different preset picture balance settings. 
8 MUTE Press to reduce sound to minimum level. Press again to restore.
9 POWER Press to turn the LCD monitor on/off.
10 DISPLAY Press to display information about the current 
 Program source & SLEEP TIMER setting.
11 CHANNEL UP /  DOWN Press to select menu items with 
 some on-screen menus
12 CCD Press repeatedly to cycle between Closed Captions 1, 
 Closed Captions 2, Text 1, Text 2 and off. 
13 SLEEP Sets the sleep timer to automatically power off the monitor.

ON SCREEN MENU LANGUAGE SELECTION
The onscreen display language is selected as follows:

1. Press the TV/MENU button
2. CH /  button to reach LANGUAGE mode in FUNCTION.
3. Press the VOLUME + button to select desired language
4. Press the TV/MENU button to exit

All of the on screen displays will appear in the selected language

FUNCTION

LANGUAGE English
OSD Position Mode 1
OSD Color Mode 1
Melody On
Wide On
CCD Off

Move   ± : Sel.        :Prev.

1 9

10

11

12

13
8

7

6

3

2

4

5

Not 
Applicable

Not 
Applicable
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LCD MOnitor Controls

SYSTEM SETUP MENU: ON SCREEN MENUS and DISPLAYS – overview
Press the...
1. ...TV/MENU button to display the main system setup menu
2. ...CH /  button to select sub-menus: Picture, Sound, Time, Function
3. ...VOL +/- to select and adjust an option

MENU

Picture
Sound
Time
Function

Move   ± : Sel.        :Exit

SOUND

Sound mode Standard
Equalizer
Balance  0
Surround  Off

Move   ± : Sel.        :Prev.

PICTURE

Contrast 32
Brightness 25
Sharpness 25
Color 25
Tint 0

Move   ± : Sel.        :Prev.

TIME

Clock AM12:00
Timer Off
On time AM12:00
Off time AM12:00

Move   ± : Sel.        :Prev.

FUNCTION

LANGUAGE English
OSD Position Mode 1
OSD Color Mode 1
Melody On
Wide On
CCD Off

Move   ± : Sel.        :Prev.
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TV Tuner Controls

North american Tuners
1. Power on/off
2. Selects broadcast input between Air/CATV
3. CH /  to select TV channels
4. Press to scan TV channels into memory automatically
5. Press to select channel directly
6. +/- to add or erase channels from memory

European Tuners
1. Power on/off
2. Menu: (AV mode only) Push to access on-screen menu.
 Use CH-/+ button to select item. Use VOL+/- button to adjust item. 
3. Press AVC to select input mode: TV, AV1, AV2.
4. Press to scan channels into memory automatically
5. Press CH-/+ to select TV channels
6. Press Vol+/- to adjust sound level
7. Mute: sound on/off

Note: Volume and Mute buttons are disabled in AV mode.

POWER

CH +

CH –

VOL –VOL +

MUTE

AVC

MENU

AUTO

1

3

7

4

2 5

66

5

1

4

5

6

3

2
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POWER - turns on/off the selected 
home entertainment component

Press TV, VCR/DVD or CD once 
to select a component to control

VOL – controls sound volume
CH – selects channel
MUTE – turns sound off/on
LAST – recalls the last channel, also 
used to page back one screen in the 
main menu

Keypad - directly selects channels

Mode – switches between DVD 
and TV, and will also control input 
select feature on most TV models

Enter - press once to enter selection

REW, PLAY, FF, REC, STOP and PAUSE - 
used to control CD and DVD functions

Controls available spa functions

GUIDE - displays program guide
EXIT - to exit an on-screen menu/guide
CURSOR ARROWS - for navigating menu/guide
SELECT – to choose option
INFO - displays current channel and program 
information
MENU - displays an on-screen menu

SETUP - use for all factory 
programming sequences

LED (red light) blinks to indicate that the 
remote control is sending a signal

Hydropool Optional waterproof Remote overview
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FUNCTION CROSS-REFERENCE

HYDROPOOL AM/FM CD PLAYER OPTIONAL WATERPROOF REMOTE

FUNCTIONS
Power ON/OFF  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                      CD + Power 
Volume control  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                     VOL /  
Mute . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                              Mute
Source . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                             Select 
Band . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                              Enter 
Tune/seek up  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                       FF   
Tune/seek down . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                     REW 
Auto  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                              Mode	
CD repeat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                          Play 
Audio  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                             Record 

STANDARD NON-WATERPROOF REMOTE 
(included)

HYDROPOOL UNIVERSAL WATERPROOF REMOTE 
(optional)
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FUNCTION CROSS-REFERENCE

HYDROPOOL DVD PLAYER OPTIONAL WATERPROOF REMOTE

FUNCTIONS
Power  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                           VCR/DVD + Power
Eject  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                            Enter
Mute . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                            Mute
Display  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                          Info
Source . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                           Mode 
Setup . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                            Exit
Menu . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                            Menu
Cursor arrows . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                     Cursor arrows  
Enter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                            Select 
Play . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                             Play  
Rapid FWD / BACK . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .FF / REW 
Skip NEXT / PREV . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                  CH /  
Stop . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                             Stop  
Pause . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                            Pause  
Numbers 0 - 9 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                    Numbers 0 - 9

STANDARD NON-WATERPROOF REMOTE 
(included)

HYDROPOOL UNIVERSAL WATERPROOF REMOTE 
(optional)

POWER

MUTE

SHUFFLE

REPEAT

PROGRAM

CLEAR -/--

1

10+

2 3

4 5

0

6

7 8 9

SLOW

GOTO

MENU

ENTER

A - B TITLE SETUP

RESUME SUB-T ANGLE

ZOOM PBC P/N SOURCE

DISPLAY EJECT
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FUNCTION CROSS-REFERENCE

HYDROPOOL LCD monitor OPTIONAL WATERPROOF REMOTE

FUNCTIONS
Power  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                      TV + Power
Mute . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                       Mute
Numbers 0 – 9 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                               Numbers 0 - 9
TV/AV . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                      Mode
Menu . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                      Menu
CH (channel UP/DN)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                          CH /    
Menu navigation cursors  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                      Cursor arrows  
Enter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                       Select
VOL (volume UP/DN) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                          VOL /  
Sleep . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                       Record
CCD.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                       Stop
Picture  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                     Guide
Status . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                      Exit
Display  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                     Info

STANDARD NON-WATERPROOF REMOTE 
(included)

HYDROPOOL UNIVERSAL WATERPROOF REMOTE 
(optional)
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FUNCTION CROSS-REFERENCE

HYDROPOOL Tv Tuner OPTIONAL WATERPROOF REMOTE

FUNCTIONS
Power  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                      CBL/SAT + Power
Mute (EU only) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                              Mute
Numbers 0 - 9 (NA only)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                      Numbers 0 - 9
AIR/CATV (NA) / AVC (EU) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     Mode
Auto-PRGM (NA) / Menu (EU) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  Menu
CH (channel UP/DN)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                          CH /    
Menu navigation cursors (EU only) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              Cursor arrows  
Menu (EU only)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                              Select
VOL (volume UP/DN) (EU only)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 VOL /  
Auto (EU only) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                               Guide
Add/Erase (NA only)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                          Last

STANDARD NON-WATERPROOF REMOTE 
(included)

HYDROPOOL UNIVERSAL WATERPROOF REMOTE 
(optional)

POWER

CH +

CH –

VOL –VOL +

MUTE

AVC

MENU

AUTO

North America

Europe
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NOTABLE POINTS
• �The reliability and longevity of your hot tub support 

equipment are directly related to how well water  
quality is maintained!

• �The small volume of water in your hot tub is easily  
affected by the introduction of oils, lotions, perspiration  
and chemicals. It is imperative that you give your 
hot tub regular attention to maintain clean, safe and  
balanced water to prevent premature damage and/or failure  
(corrosion/calcification) to the support equipment. 
Maintaining proper hot tub water balance and sanitizer 
levels is extremely important. Neglected hot water will 
allow bacteria to quickly spread. 

• �The mineral content of hot tub water increases due to 
water evaporation, sanitizers and other chemicals. If the 
mineral concentration, particularly calcium, becomes too 
high, the minerals will literally “drop” or precipitate out 
of the water and deposit on the hot tub walls, plumbing, 
jets, in the filter and on the heater element. 

• �It is very important that pH be checked frequently and 
maintained in the recommended range as indicated 
in the chart water balance summary for your  
Hot Tub

• �It is also very important that Total Alkalinity (the ability of 
the water to resist a change in pH) be maintained in the  
recommended range as indicated in the chart water 
balance summary for your Hot Tub

 • �Although there may be two identical hot tub models 
right next door to each other, the maintenance require-
ments will be different, dependant on such factors as:

 – bather load
 – frequency of use/quantity of bathers
 – different body chemistry
 – sun vs. shade
 – temperature

For these reasons, it is very important to develop proper 
hot tub water maintenance habits and follow your  
Hydropool retailer’s recommended water maintenance 
procedures. 

    �Heater and other component failure 
due to improperly maintained pH or 
Total Alkalinity is not covered under 
warranty.  

 	CHEMICAL Handling 
	 SAFETY HINTS

•	� Never pre-mix chemicals with each other prior 
	 to adding to hot tub water.
•	Add only one chemical to the water at a time.
•	Always add chemicals to water and not vice-versa.
•	� Chemicals may be corrosive, so handle with care and 
	 store in a cool dark place.
•	Never smoke near chemicals as most are flammable
•	� Ensure any spilled chemicals are carefully cleaned up 

immediately.
•	� Always have the Poison Control telephone number 

handy in the event of an emergency.
•	Keep chemicals out of children‘s reach
•	Wear safety glasses and gloves when handling 
	 chemicals.

INITIAL Water FILL & Balance
1 Make sure the hot tub water is circulating.
2 �Add a sequesterant (stain and scale controller). Allow 

water to circulate for an hour before adding anything 
else to the hot tub water.

3 Add a Shock / oxidizing agent .
4 �Add sanitizing tablets (Bromine or Chlorine) to the dispenser:

CHECK 
VALVE 
ASSEMBLY

DISPEnSER

• �Built in dispenser: if your 
Hydropool hot tub was 
ordered with the  optional 
built in bromine/chlorine dis-
penser, (located in the lid of 
the cartridge filter housing), 
refer to section CARTRIDGE 
FILTER for details on remov-
ing and re-installing the lid. 
Once the filter lid is removed, 
you’ll notice a clear 2.5 cm 
(1”) diameter tube extending 
from the bottom of the lid. 
Unscrew the check valve 

assembly at the end of the tube and add 5 or 6 tablets. Do 
not overfill dispenser as performance will be affected. Set 
the dial initially to ‘5’, and allow water to circulate for 3 
to 4 hours before testing level. Adjust dial more or less as 
necessary.

• �Floating dispenser: As above, add 6 or 7 tablets, adjust  
initially to ‘5’, allow water to circulate for 3 to 4 hours, 
then test.

The tablets will dissolve slowly over a 10-14 day period, 
depending on dial setting, and use of the hot tub.

5 Test pH and Total Alkalinity and adjust accordingly.

HOT TUB WATER BALANCE – GENERAL OVERVIEW 
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1 �CHLORINE – in granular, liquid or puck/tablet form, is an oxidant and biocidal agent. It is very effective and fast acting. 
Recommended chlorine residual level is 3.0 to 5.0 ppm.

2 �CHLORAMINES – a compound formed when chlorine combines with nitrogen or ammonia present in the water. When 
allowed to go unchecked, it causes eye and skin irritation and is indicated by a strong chlorine odour.

3 �ONE-PART BROMINE – also available in puck/tablet form, is another type of oxidant/biocidal agent, and is introduced 
into the hot tub water via a brominator. Recommended bromine residual level is 3.0 to 5.0 ppm

4 �TWO-PART BROMINE – composed of a liquid or powder component introduced manually into the water on a weekly 
basis, and a granular component that is added daily or as the hot tub is used. 

5 �BROMAMINES – are formed when bromine destroys nitrogen-bearing organic matter. Unlike chloramines, bromamines 
don’t cause eye irritation, however, when allowed to go unchecked, will cause an objectionable odour.

6 �SHOCK – the practice of adding an oxidizing agent to hot tub water to destroy ammonia, nitrogenous and organic 
contaminants (chloramines and bromamines)

7 �pH – a logarithmic value expressing the relative acidity or basicity of a substance (such as hot tub water) as indicated 
by the hydrogen ion concentration. pH is expressed as a number on a scale of  0 to 14, where 0 is most acidic, 1 to 7 
being acidic, 7 considered neutral, 7 to 14 being basic, and 14 being most basic. The ideal range for hot tub water is 
7.4 to 7.6 ppm

8 pH INCREASER – raises the pH level of the water.
9 pH DECREASER – lowers the pH level of the water.
10 �TOTAL ALKALINITY (TA) – the amount of carbonate, bicarbonate and hydroxide compounds present in the water that 

determines the ability or capacity of the water to resist change in pH. Also known as the ‘buffering’ capacity.
11 ALKALINITY BOOSTER – raises the alkalinity.
12 �CALCIUM HARDNESS – the calcium portion of the total alkalinity which represents 70 to 75% of total hardness. 

Calcium concentrations determine whether water is ‘soft’ - too little calcium, or ‘hard’ -too much calcium.
13 CALCIUM BOOSTER – increases the calcium level.
14 �TOTAL DISSOLVED SOLIDS (TDS) – a measure of the total amount of dissolved matter in the water (calcium, carbonates, 

bicarbonates, magnesium, metallic compounds, etc.)
15 �SEQUESTERANTS (STAIN AND SCALE CONTROLLERS) – keeps dissolved metals and minerals in the water from  

attacking the hot tub shell and support equipment components.
16 �DEFOAMER – removes foam build-up from the water surface. At best, this is a temporary remedy, as excessive foam is 

merely a symptom of improper water balance (typically high organic residue and/or high pH).
17 CARTRIDGE FILTER CLEANER – degreases and cleans cartridge filters. 
18 �OZONATOR – generates Ozone (a gaseous molecule composed of 3 atoms of oxygen) and is injected into the hot tub 

water for the oxidation of water contaminants.
19 �TEST KIT – used to monitor specific chemical residual or demands in the water. May be in the form of litmus strips or 

liquid drops.
20 �PPM – abbreviation for ‘parts per million’, the unit of measurement used in chemical testing which indicates the parts 

by weight in relation to one million parts by weight of water. Essentially identical to the term mg/L - milligrams per 
liter.

GLOSSARY OF COMMON WATER MAINTENANCE TERMS

WATER BALANCE SUMMARY FOR YOUR HOT TUB*
	 SANITIZER (ppm)	 MIN	 IDEAL	 MAX
	 Chlorine	 1.0	 3.0 - 5.0	 10.0	
	 Bromine	 2.0	 3.0 - 5.0	 10.0

	 CHEMICAL
	 PH	 7.2	 7.4 - 7.6	 7.8
	 Total Alkalinity (TA)	 80	 80 - 120	 180	
					   
	 Total Dissolved Solids (TDS)	 300	 1000 - 2000	 3000
	 Calcium Hardness	 150 	 200 - 400	 500 - 1000

*	 National Spa & Pool Institute recommended levels for residential spas/hot tubs
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PROBLEM POSSIBLE CAUSES SOLUTIONS

cloudy water microscopic particles too small to filter 
out

Test and adjust all water balance elements and add  
flocculent* to cause the particles to combine together 
so they can be filtered out

high Total Alkalinity Test these water balance elements and adjust to   
recommended parameters.high pH levels

high Calcium Hardness

scale  
(white/grayish deposit)

high Calcium Hardness Test calcium hardness level and treat with sequesting 
agent* or perform partial drain/refill.

skin/eye irritation improper pH and/or Total Alkalinity 
levels

Test water balance and make the appropriate 
adjustments.

excessive foam buildup of body oils or cosmetics If no water line is present you can try using defoamer* 
to break up the contaminants and then a clarifier* to 
help filter them away. If a water line is present the spa 
may need to be drained and cleaned. Either way, the 
filter should be thoroughly cleaned by soaking over 
night in bleach.  An oil absorbing sponge can help in 
preventing this in the future.

Laundry detergent residual in 
swimwear

Prevent by running an extra rinse cycle on  washing 
machine or re-rinse well by hand.

excess organic contaminants Some organic matter is prone to causing foamy 
water as it breaks down in the filter (maple leaves 
especially). Generally using defoamer* to break up 
the contaminants, then a clarifier* to help filter them 
away followed by thoroughly cleaning your filter will 
clear up the problem. It may however be necessary 
to drain and refill your spa if the foaming is quite 
excessive.

low Calcium Hardness Test calcium hardness and if necessary increase with 
calcium chloride*

corrosion/etching low Calcium Hardness and/or low Total 
Alkalinity

Test calcium hardness and if necessary increase with 
calcium Chloride*

discoloured water  
(clear v. turbid water)

presence of metals in water 
(iron, copper, etc)

Treat with chelating* or sequestering agent*

unstable pH low Total Alkalinity levels Test total alkalinity levels and if necessary increase 
with sodium bicarbonate*

pH resistant  
to changing

high Total Alkalinity levels Test total alkalinity levels and if necessary decrease 
with sodium bisulfate* or muriatic acid*

* contact your local Hydropool retailer for specific product recommendation

Water Balance Troubleshooting



54

Hot Tub 
Water

All Hydropool hot tubs are factory prepared to accommodate  
ozonators. The Hydropool Corona Discharge Ozonator is  
regarded as the most technologically advanced system on the 
market, allowing longer contact time with the hot tub water 
resulting in reduced chemical consumption and clearer, cleaner 
water. Hydropool’s unique ozone injection system both maximizes  
the dispersion of the ozone gas and decreases the bubble size 
resulting in longer contact with the water and increased water 
quality and purity. The ozone/water mixture is sent down a 
series of tubes where the ozone is “broken down” into even 
smaller bubbles before being re-mixed with the water reducing 
the “off-gassing” commonly found with other ozone systems.

CD Ozonator

Ozone Mixing
Chamber

Ozone 
Injector Jet

Corona Discharge Ozone Technology

Mazzei
Ozone Injector

  �	re view Chemical handling  
	   safety hints

DAILY
1 Test water, and if necessary, add shock.
2 Ensure proper water level is maintained.

WEEKLY
1 Test pH and Alkalinity. Adjust accordingly
2 Top-up chemical dispenser
3 Add sequesterant (stain and scale controller)
4 �Remove and spray cartridge filter with garden hose and 

re-install (see section CARTRIDGE FILTER)
5 �Remove and clean out skimmer basket (see section 

CLEANING THE SKIMMER BASKET)
6 Add Shock / oxidizing agent
7 Inspect union connections for o-ring and gasket leaks - 
 Tighten if loose

MONTHLY
1 �Soak your filter cartridge in a filter cartridge cleaning 

solution. Rinse thoroughly and, if possible, allow to dry 
before re-installing. Hydropool recommends purchasing a 
second filter so that while the first is cleaning, the other 
is clean and ready to install

QUARTERLY
1 �Drain hot tub at least once per quarter and clean the 

acrylic shell surface with a non-abrasive cleaner designed 
specifically for acrylic surfaces. See sections changing 
the hot tub water and draining your hot tub 

CLEANING THE SKIMMER BASKET
1 Activate the standby/drain assist mode
2 �Remove the skimmer basket by pulling the weir door  

forward, and pulling the basket up and towards the 
front

3 �Remove debris from basket. (Note: Avoid hitting the  
basket against objects to knock debris loose as this may  
damage the unit)

4 Reinsert basket
5 �Take the system out of standby/drain assist mode, and  

as the pump begins to operate, monitor water flow over  
the weir door to assure that it is free floating

Routine Hot Tub Maintenance
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CARTRIDGE FILTER
The cartridge should be cleaned every two to four weeks, 
depending on the amount of use. Signs that the filter 
requires cleaning include: 
• Reduced jet power 
• Hazy gray water    
• Rattling noise in the pump or filter 
• Heater not working

Removal
1 Activate the standby/drain assist mode.
2 Remove the filter cover and open the small, black air  
 vent/bleeder valve on the top of the filter lid.
3 Press down the lock tab to disengage and turn the  
 locking ring counter clockwise.
4 Pull the filter lid upwards, and lift the cartridge element  
 straight up and out of filter housing.
 
Cleaning
5 With a garden hose and spray nozzle, hose off the cartridge  
 element, ensuring to carefully separate every pleat. 
6 To remove collected lotions, body oils, etc. soak the  
 cartridge in warm water and a filter cleaning/emulsifying 
 compound (available at your HYDROPOOL retailer).
7 A cleaning cylinder may be purchased from your  
 HYDROPOOL Hot tub retailer.
8 Rinse thoroughly and dry before replacing.
9 Hydropool recomends purchasing a spare filter cartridge so  
 that you always have a clean substitute ready to rotate.  
10 After the element has dried - if necessary, lightly brush  
 between pleats with a fine paint-brush to remove  
 remaining dirt particles.

	

Do not use a wire brush or other  
 	 devise to clean cartridge element. 
 	 Do not put in dishwasher or washing 
 	 machine.

Re-installation
11 Place the cartridge filter back into the filter housing.
12 Replace the filter housing lid, pushing it down to seat,  
 ensuring that the lid o-ring does not become twisted.
13 Hydropool recomends that the lid o-ring be lubricated  
 with a non-petroleum based lubricant (ie. Silicone gel)  
 when it becomes dry. This will help to prevent  
 twisting and  pinching as the lid is installed, and  
 significantly increase longevity of the o-ring.
14 Install the filter lock-ring, turning clockwise until the lock  
 tab snaps into place.
15 Close the air vent/bleeder valve.
16 Take the system out of standby/drain assist mode.
17 When the pump starts circulating on low speed, it will be  
 necessary to release trapped air in the filter. Carefully  
 loosen the air vent/bleeder valve counter-clockwise until  
 there is the hissing sound of air escaping. Once there is a  
 steady stream of water, close the vent valve, ensuring that  
 the o-ring does not become pinched.

CLEANING THE ACRYLIC SURFACE
The acrylic surface can be cleaned and polished using a 
soft cloth and acrylic cleaner, available at your Hydropool 
retailer. 

•	Important: Do not use detergents -  
 	 the remaining residues will adversely  
 	 affect water chemistry, making it  
 	 difficult to maintain proper water  
 	 balance  
 •	Do Not use abrasive cleaners -  
 	 damage to the acrylic surface will occur.

SAFETY HARD COVER
When a hot tub is uncovered, over 90% of heat is lost  
from the water surface. This evaporation also affects the 
chemical balance and could create humidity problems 
indoors. HYDROPOOL Safety Hard Covers are engineered 
for maximum thermal efficiency and appearance.  They  
are hinged in the middle for easier handling, and the zip  
fastener allows the tapered foam inserts to be changed 
if damaged. The skirt of the safety hard cover hugs the 
lip of the hot tub for a tight fit. The handles are placed 
so that even one person can easily carry a large cover. 
The locks, with one part fastened to the deck or skirt,  
prevent small children or animals from entering the hot 
tub. Do not drag the safety hard cover across the hot tub or  
decking. Fold the cover first, then lift by the handles. 
Standing on the hardcover could cause the tapered foam 
inserts to crack, which will lead to water absorption.

NEVER LEAN OR STAND ON YOUR HARDCOVER.
   
The cover should be cleaned at least twice a year with a 
vinyl moisturizer and protector.

Filter Housing

Cartridge filter 
element

Built in Chemical 
dispenser

Locking Ring

Air Vent Valve

Filter Lid

CHECK VALVE 
ASSEMBLY

LOCK TAB
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CHANGING THE HOT TUB WATER
A hot tub should be drained every 8-12 weeks, depending 
on size and amount of use. If your hot tub is used daily or 
by a large number of bathers, the water should be drained 
more often. One method to determine the approximate 
length of time between water changes is to divide the 
water volume (in liters) of your hot tub by 13.5 and then 
divide by the average number of bathers each day.

Formula (________ ÷ 13.5 ) ÷ (__________) = (__________) Volume of water Average Days	  
 in litres daily bathers between
   water 
   changes

 

Example: 
1000 liters divided by 13.5 divided by 2 = 37 days.

The hot tub water must be changed when the amount of 
dissolved solids becomes excessive, and is usually indicated 
by “gray” or dull looking water. 

DRAINING YOUR HOT TUB
Hydropool Exclusive Quick-drain™ & fill
refer to diagram

Overview
• Requires the use of 2 garden hoses - drain hose and  
 fill hose
• While first garden hose is draining old water from  
 hot tub…
• …second hose is used to wash down interior surface of  
 the hot tub and for fresh water fill.

refer to Figure 1 & Figure 2
1  Locate nearest drain facility (shower, laundry tub, floor  
 drain, lawn, etc.).
2 Put the hot tub control system into standby/drain  
 assist mode. The system will automatically exit  
 Standy Mode after 1 hour and resume normal  
 operating functions.
3 Remove the skimmer basket so that the hole beneath  
 it is accessible, and insert the #10 rubber expansion  
 plug provided.
4 Attach garden hose to hose bib located on plumbing line  
 beside the hot tub control system.
5 Run garden hose to drain location.
6 Open hose bib.
7 Close pump1 return gate valve next to the hose bib (this  
 directs the water out the drain hose).
8 Activate the low speed pump.
9 Monitor the hot tub while it drains.
10 Use the second garden hose to wash down interior  
 surface as the hot tub continues to drain. A sponge may  
 also be used to wipe down the interior surface.
 

 
11 To completely flush the old water from the plumbing  
 lines: allow fresh water to fill into the foot-well area  
 while the old water continues to be pumped out.  
 Always keep at least 10cm (4 in.) of water in the  
 foot-well so that pump 1 remains primed.
12 When the water from the drain hose turns clear  
 (indicating fresh fill water), flush is complete.
13 Turn off the low speed pump.
14 Close the drain-hose bib on the hot tub plumbing line  
 and continue filling hot tub with fresh water.
15 Place cover on hot tub (to avoid splash-out).
16 Open pump 1 return gate valve.
17 Press any button on the topside control panel (other  
 than the pump 1 button) to take the system out of  
 Standby/drain assist mode. Pump 1 low speed and  
 the heater will activate to circulate and heat the water  
 while filling continues. This also reduces the possibility  
 of an airlock occuring.
18 Continue adding fresh fill water until level is  
 approximately 19mm (3/4 in.) from the top of the  
 skimmer opening.
19 Once fill is complete, remove the #10 rubber expansion  
 plug from the bottom of the skimmer housing.*
20 If the filter housing was opened to replace the cartridge  
 filter, it will be nessesary to release trapped air from the  
 filter housing by carefully loosening the small black air  
 vent/bleeder valve located on the top of the filter housing.  
 When water begins to escape close the air vent valve.
21 In the unlikely event of a pump air lock (pump 1 is  
 operating but there is no water movement from the  
 jets), refer to section PUMP PRIMING/RELEASING AN  
 AIR LOCK 

* It may be necessary to put system into Standby/Drain  
 ASSIST mode in order to remove plug.

Hose bibP1 Gate Valve

Figure 1 Figure 2

WATER SOFTENERS
Never fill a hot tub with water from a water softener, as 
it could adversely effect the water chemistry, making it  
difficult to maintain proper water balance. If you live in 
an area with hard or soft water, give careful attention to 
your Calcium Hardness level. Topping up with soft water  
is acceptable.
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Hydropool Exclusive Quick-drain™ & fill

Fill Hose

#10 Skimmer Plug

Closing Pump 1 return Gate Valve

Drain Hose

pump

Skimmer/Pre-filterHeater

Hose Bib

Gate Valve
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GAZEBOS 

If you are mounting, or planning to mount a gazebo over the top of your hot tub, it is critical to ensure that Hydropool 
is aware of this, as extra supports may be necessary. Otherwise, it will be necessary for your installer to add the extra  
supports where required.

PROTECTING YOUR CABINET WOOD FINISH

HYDROPOOL hot tub cabinets are made from Western cedar 
and are factory stained. Once stained, cedar weathers well, 
and with proper care will maintain its beauty for many 
years. For a protective translucent finish and to enhance the 
wood grain beauty use Sikkens Cetol 01 #077 

stain or equivalent. A polyurethane or marine varathane 
with UV inhibitors is also highly recommended. These  
protective finishes stabilize the wood grain and build 
a durable, breathable water-repellent barrier between 
the wood surface and the elements. These products are  
available from your local building supply center.

Cabinet Wing-Locks

The high quality wing-locks provided on your Hydropool 
Hot Tub cabinet not only firmly secure the equipment 
access panel, they also serve as convenient handles for 
removal and replacement. In order to maintain optimum 
performance and extended life, Hydropool recommends 
lubricating twice annually with a silicone based lubricant.

Recommended product: Super-Lube silicone based  
lubricant (or equivalent). Available at major retailers.

	

Caution: Do not use a petroleum based 	
	 lubricant, as this will cause premature  
	 deterioration of the lock seal.

Lubrication point
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In the event that you do not wish to use your hot tub  
year-round, it is very important that you properly winterize 
to protect against damage from freezing.  Your HYDROPOOL 
retailer can perform this service for a nominal fee. If you 
choose to winterize your hot tub yourself, please follow the 
directions outlined below:
 
• Drain the hot tub entirely see section - DRAINING YOUR  
 HOT TUB
• Remove and clean the cartridge filter element see  
 section - CARTRIDGE FILTER
• Using a wet/dry utility vacuum, remove remaining water  
 from the jet openings, filter cartridge housing, and footwell.
• Either pour or use a turkey-baster where necessary to  
 add potable biodegradable RV antifreeze to areas such  
 as pump wet end, jet channels, filter housing, blower  
 channels. Do not use automotive antifreeze.
• Important: mixing potable biodegradable RV antifreeze  
 with water significantly reduces its ability to protect  
 against freezing. Therefore, it is very important ALL  
 water is removed from the hot tub plumbing before  
 adding.
• Add potable RV antifreeze to the holes in the bottom  
 suction/drain to prevent any trapped water in the false  
 floor from freezing and damaging the hot tub shell.
• Turn pump on for only a few seconds to circulate the  
 antifreeze.
• Unthread and disconnect all unions in the support  
 equipment area. Remove lowest winter drain plug  
 on pump face plate. Repeat for all pumps, where  
 applicable.

• Cover exposed plumbing connections with plastic bags  
 and duct tape.
• Where practical, disconnect hot tub support equipment  
 and store in a dry heated area. 
• Install the safety hardcover, and cover the entire hot tub  
 with a tarp to prevent premature weathering of the cabinet  
 and the safety hard cover. 
• Remove snow build up regularly to prevent damage to the  
 safety hard cover.
• It is assumed that your HYDROPOOL hot tub has been  
 properly installed on a reinforced concrete pad to  
 eliminate lifting of the hot tub due to hydrostatic ground  
 water pressure.

 	

If you are not 100% confident that  
 	your hot tub is properly winterized, please  
 	consult your authorized HYDROPOOL Hot  

 Tub Retailer. Caution recommends that an  
 	authorized Hydropool Retailer winterize  
 	your hot tub in the initial year. Damage  
 	as a result of freezing is not covered by  
 	the warranty.

WINTERIZING YOUR HYDROPOOL HOT TUB

winter Drain Plugs
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Electrical/Mechanical

SYMPTOM POSSIBLE REASON(S)	 ACTION

No Power –	 Breaker off at main panel or fuse out	 –	 Verify that breaker and/or GFCI are on
  –	 Improper wiring		  If there is still no power,  
  –	 Fuse blown in control		  contact your Hydropool retailer or a
  –	 G.F.C.I. tripped		  qualified electrician

G.F.C.I. Trip –	 Short or ground in system	 –	 As above-contact qualified electrician or your
  –	 Faulty G.F.C.I.    	  	 Hydropool retailer

No Circulation –	 Pump is not primed (air lock)	 –	 See Pump Priming/Release an Air Lock  
  –	 Gate valves are closed	 –	 Open gate valves
  –	 Water level is too low	 –	 Top up water to proper level
  –	 Skimmer obstructed or closed	 –	 See Cleaning Skimmer Basket 

Jet Surge –	 Water level too low	 –	 Add water to correct level
  –	 Blockage in plumbing lines	 –	 Check gate valves and/or skimmer basket
  –	 Suction gate valve partially closed	 –	 Pull gate valve handle “up” all the way

No Heat or –	 Cartridge filter requires cleaning	 –	 Clean & reinstall
Erratic Heat –	 Blockage in plumbing line	 –	 Contact your Hydropool retailer
  –	 Suction / Return valve partially closed	 –	 Ensure valves are open
  –	 low water level	 –	 Top up water level
  –	 Faulty sensor	 –	 Contact your Hydropool retailer

Noisy Motor –	 Damaged or worn bearings	 –	 Contact your Hydropool retailer or a 
  			   qualified electrician
  –	 Low voltage	 –	 Contact qualified electrician
  –	 Low water level	 –	 Top up water level
  –	 Frozen pump	 –	 Thaw out

Digital Top Side –	 Improper connection	 –	 Contact your Hydropool retailer
No Longer Displays –	 Electrical brown-out	 –	 Reset GFCI OFF/ON

Digital Temperature –	 Water temperature has	 –	 Decrease filter cycle and or add cold water.
Display is Erratic 	 exceeded set point		  If condition continues contact Hydropool retailer 
or Flashing

GENERAL TROUBLESHOOTING
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GENERAL TROUBLESHOOTING Continued

WHAT TO DO IN THE EVENT OF...
…POWER FLUCTUATIONS
The power supply into your home is, for the most part, fairly 
consistent. However, when local power demand is high, 
there is a tendency for the voltage entering your home to 
drop (sometimes significantly) or fluctuate. This condition is 
referred to as a ‘brown-out’. Although safeguards have been 
built into the system to protect against this condition, supply  
voltage may drop low enough, if even for a second, to cause 
the system to display a ‘ghost’ message. Should this occur 
or if the display shows partial messages, try resetting the  
system by turning power to the hot tub off, waiting a few   
minutes, then turning power on again. If this does not reset the  
system, contact your local Hydropool retailer or service 
organization.

…Power Failure or sYstem fault during 
Cold Weather Conditions
If your control system will not reset, (ie. GFCI trips) or if 
your pump will not circulate for any other reason, place 
a low wattage space heater under the cabinet in the  
equipment area. This will delay the risk of freezing while  
a service appointment is scheduled.

 	Always follow the manufacturers  
 	instructions when locating and placing  
 	a portable electric space heater into  
 	service. Ensure that safe clearance to  
 	combustible surfaces is maintained.  
 	Do not leave unattended.

Notes:
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Notes:




